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• PCI maps showing as-measured and predicted pavement conditions 
• Age map showing pavement age as of January 2004 
• A Branch PCI Condition Report 
• A Section PCI Condition Report 
 
Airport Information: 
 
• Location:  

The Nenana Municipal Airport is located just east of the City of Nenana in the Interior of Alaska.  
Nenana is along the Parks Highway (MP 304), approximately 50 miles southwest of Fairbanks.  
The airport is fenced with three entry points.   

 
• District:     Nenana City 
•  Airport Manager:    Jason Mayrand 
• District Maintenance Manager:   N/A 
• Pavement Surface:    Asphalt Concrete 
• Last Pavement Construction:   2003 
• Pavement layout:    Runway 4L-22R, 3 taxiways, and apron. 
• Design Aircraft:    Light General Aviation 
• 2003 Enplanements:    8 – down from 11 in 2002 
• Airport Class:    Non-Primary 
• Last pavement condition survey:  2004 

conducted by Angela Parsons and Roy Stover of Central Region Materials 
• Next planned pavement condition survey: 2007 
• 2004 reported pavement maintenance and/or changed conditions:  Complete reconstruction completed 

in 2003.  There are no reported problems. 
• Recommendations: Seal cracks that are greater than ¼” wide and patch with cold mix as required to 

maintain serviceability.  
 
 
 
 



Pavement Database:    NetworkID: Nenana

Branch Condition Report
Date: 9 /27/2004  1  of  2

(SqFt)
True Area

Use
Number of
SectionsBranch ID

PCI
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Deviation
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Average

PCI

Average
PCI

Sum Section
 Length

(Ft)

Avg Section
Width
(Ft)

100 (Taxiway A) 1 66706.00 TAXIWAY 97.00 0.00 97.001200.00 50.00

200 (Taxiway B) 1 36706.00 TAXIWAY 95.00 0.00 95.00600.00 50.00

4100 (Parking Apron (Extension)) 2 246053.01 APRON 97.50 0.50 97.551267.00 192.00

6100 (Runway 4L-22R) 2 460000.00 RUNWAY 98.50 0.50 98.354600.00 100.00
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Pavement Database:        NetworkID: Nenana

Section Condition ReportDate: 9 /27/2004  1  of  2

Age
At

Inspection

Last
Inspection

Date(SqFt)
True AreaLanesRankUseSurfaceLast

Const.
Date

Section IDBranch ID PCI

08/07/2003100-01100 (Taxiway A) 06/10/2004 97.00AC TAXIWAY P 0 66706.00 1

08/07/2003200-01200 (Taxiway B) 06/10/2004 95.00AAC TAXIWAY P 0 36706.00 1

08/07/20034100-014100 (Parking Apron (Extension)) 06/10/2004 97.00AAC APRON S 0 111653.00 1

08/07/20034100-024100 (Parking Apron (Extension)) 06/10/2004 98.00AC APRON P 0 134400.00 1

08/07/20036100-016100 (Runway 4L-22R) 06/10/2004 99.00AAC RUNWAY P 0 160000.00 1

08/07/20036100-026100 (Runway 4L-22R) 06/10/2004 98.00AAC RUNWAY P 0 300000.00 1
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PAVEMENT STRENGTH SURVEY
STATE   Alaska CITY  Nenana AIRPORT   Nenana Muni  This is a variation of FAA Form 5320-1-1

  CONSTRUCTION DATES

IDENT. NAME ORIG. OVERLAY
CONSTRUCTION 

AGENCY
SOURCE OF 

INFORMATION

Existing Pavement 
Conditions (PCI) at 

last inspection
Soil 

Class
Subbase 
Course

Base 
Course

Surface 
Course Overlay

Pavement 
Strength

RUNWAYS  

6100-01
Runway 3L-21R (Sta. 

18+00 - 44+00) 1988 2003 City of Nenana AIP 3-02-0191-05 99 FG-4
Classified Fill 

Type, A-2 6" CABC

4" 
AC/Fabric 
Membrane S160

6100-02
Runway 3L-21R (Sta. 

44+00 - 68+00) 1988 2003 City of Nenana AIP 3-02-0191-05 98 FG-4
Classified Fill 

Type, A-2 6" CABC

4" 
AC/Fabric 
Membrane S160

TAXIWAYS

100-01 Taxiway A 1988 2003 City of Nenana AIP 3-02-0191-05 97
Classified Fill 

Type, A-2 6" CABC

3" 
AC/Fabric 
Membrane

200-01 Taxiway B 1988 2003 City of Nenana AIP 3-02-0191-05 95
Classified Fill 

Type, A-2

APRONS

4100-01
Parking Apron 

(Extension) east 1988 2003 City of Nenana AIP 3-02-0191-05 97
Classified Fill 

Type, A-2 6" CABC

3" 
AC/Fabric 
Membrane

4100-02
Parking Apron 

(Extension) west 1988 2003 City of Nenana AIP 3-02-0191-05 98
Classified Fill 

Type, A-2 6" CABC

3" 
AC/Fabric 
Membrane

REMARKS:
This airport serves general aviation aircraft
The 2003 works shown in the OVERLAY column was actually Reconstruction of the base course and pavement.
The 2003 AC pavement is rubberized asphalt concrete
The 6" CABC is State Highway D-1 Grading Crushed Aggregate Base Course

Date of Site Inspection:
August of 

2004 Evaluated By: S. Gartin 4/11/2005 PAGE 1 of 1
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Nenana Airport
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Feet Map Compiled December 2004 (Revised April 2005)

by Central Region Materials, AK DOT&PF

Parking Apron
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[200-01]
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Runway 3L-21R
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Airport Code:  ENN
Site Number:  50524.*A
[   ] Branch-Section Identifier

Pavement Surface Age
2004
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25 - 29 yrs
>30 yrs
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Nenana Airport
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21R
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Runway 3L-21R
[6100]

[4100-01]

[4100-02]

Airport Code:  ENN
Site Number:  50524.*A
[   ] Branch-Section Identifier

Pavement Condition Index (PCI)
Measured Values for the Year 2004

Minimum PCI for Runway = 70
Minimum PCI for Taxiways and Aprons = 60

PCI Values     General Pavement Recommendations
85 - 100    Do Nothing or Preventative Maintenance

60 - 69      Corrective Maintenance
55 - 59      Rehabilitate
40 - 54      Rehabilitate
25 - 39      Reconstruct
10 - 24      Reconstruct
0 - 9          Reconstruct

70 - 84      Preventative Maintenance

Airport was reconstructed in 2003
and pavement was 1 year old during this inspection
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Nenana Airport
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Airport Code:  ENN
Site Number:  50524.*A
[   ] Branch-Section Identifier

Pavement Condition Index (PCI)
Predicted Values for the Year 2005

Minimum PCI for Runway = 70
Minimum PCI for Taxiways and Aprons = 60

PCI Values     General Pavement Recommendations
85 - 100    Do Nothing or Preventative Maintenance

60 - 69      Corrective Maintenance
55 - 59      Rehabilitate
40 - 54      Rehabilitate
25 - 39      Reconstruct
10 - 24      Reconstruct
0 - 9          Reconstruct

70 - 84      Preventative Maintenance

p
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Airport Code:  ENN
Site Number:  50524.*A
[   ] Branch-Section Identifier

Pavement Condition Index (PCI)
Predicted Values for the Year 2006

Minimum PCI for Runway = 70
Minimum PCI for Taxiways and Aprons = 60

PCI Values     General Pavement Recommendations
85 - 100    Do Nothing or Preventative Maintenance

60 - 69      Corrective Maintenance
55 - 59      Rehabilitate
40 - 54      Rehabilitate
25 - 39      Reconstruct
10 - 24      Reconstruct
0 - 9          Reconstruct

70 - 84      Preventative Maintenance

p



Nenana Airport
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Airport Code:  ENN
Site Number:  50524.*A
[   ] Branch-Section Identifier

Pavement Condition Index (PCI)
Predicted Values for the Year 2007

Minimum PCI for Runway = 70
Minimum PCI for Taxiways and Aprons = 60

PCI Values     General Pavement Recommendations
85 - 100    Do Nothing or Preventative Maintenance

60 - 69      Corrective Maintenance
55 - 59      Rehabilitate
40 - 54      Rehabilitate
25 - 39      Reconstruct
10 - 24      Reconstruct
0 - 9          Reconstruct

70 - 84      Preventative Maintenance

p



Nenana Airport
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Airport Code:  ENN
Site Number:  50524.*A
[   ] Branch-Section Identifier

Pavement Condition Index (PCI)
Predicted Values for the Year 2008

Minimum PCI for Runway = 70
Minimum PCI for Taxiways and Aprons = 60

PCI Values     General Pavement Recommendations
85 - 100    Do Nothing or Preventative Maintenance

60 - 69      Corrective Maintenance
55 - 59      Rehabilitate
40 - 54      Rehabilitate
25 - 39      Reconstruct
10 - 24      Reconstruct
0 - 9          Reconstruct

70 - 84      Preventative Maintenance

p
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0 500 1,000 1,500 2,000
Feet Map Compiled December 2004 (Revised April 2005)

by Central Region Materials, AK DOT&PF

Parking Apron
[4100]

Taxiway A
[100-01]

Taxiway B
[200-01]

[6100-02]

[6100-01]

21R

3L

Runway 3L-21R
[6100]

[4100-01]

[4100-02]

Airport Code:  ENN
Site Number:  50524.*A
[   ] Branch-Section Identifier

Pavement Condition Index (PCI)
Predicted Values for the Year 2009

Minimum PCI for Runway = 70
Minimum PCI for Taxiways and Aprons = 60

PCI Values     General Pavement Recommendations
85 - 100    Do Nothing or Preventative Maintenance

60 - 69      Corrective Maintenance
55 - 59      Rehabilitate
40 - 54      Rehabilitate
25 - 39      Reconstruct
10 - 24      Reconstruct
0 - 9          Reconstruct

70 - 84      Preventative Maintenance

p
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